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Rotary Measuring Technology 
Incremental shaft encoder
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PPuullssee  rraatteess  aavvaaiillaabbllee  aatt  aa  sshhoorrtt  nnoottiiccee::
1, 5, 10, 12, 36, 60, 100, 200, 250, 256, 336600, 400,
550000, 512,600,  800, 11000000, 11002244, 1200, 2000,
22004488, 22550000, 33660000

Other pulse rates on request

MMeecchhaanniiccaall  cchhaarraacctteerriissttiiccss::

EElleeccttrriiccaall  cchhaarraacctteerriissttiiccss::

Speed IP 651): max. 12000 min-1

Speed IP 672): max. 6000 min-1

Rotor moment of inertia: approx. 1.8 x 10-6 kgm2

Starting torque: < 0.01 Nm, IP 65
< 0.05 Nm. IP 67

Radial load capacity shaft: 80 N
Axial load capacity shaft:: 40 N
Weight: approx. 0.4 kg
Protection acc. to EN 60 529 without shaft sealing: IP 65
Protection acc. to EN 60 529 with shaft sealing: IP 67
Working temperature: -40 °C3) ... +85 °C
Shaft: stainless steel, h8
Shock resistance acc. to DIN-IEC 68-2-27: 2500 m/s2, 6 ms
Vibration resistance to DIN-IEC 68-2-6:  100 m/s2, 10...2000 Hz 

Output circuit: RS 422 RS 422 Push-Pull Push-Pull
(TTL compatible) (TTL compatible) (7272)

Supply voltage: 5 ... 30 V DC 5 V ±5% 10 ... 30 V DC 5 ... 30 V DC
Power consumption (no load): typ. 40 mA / typ. 40 mA typ. 50 mA typ. 50 mA

max. 90 mA max. 90 mA max. 100 mA max. 100 mA
Permissible load/channel: max. ±20 mA max. ±20 mA max. ±30 mA max. ±20 mA
Pulse frequency: max. 300 kHz max. 300 kHz max. 300 kHz max. 300 kHz3)

Signal level  high: min. 2.5 V min. 2.5 V min. UB - 1V min. UB-2.0 V
Signal level low: max. 0.5 V max. 0.5 V max. 0.5 V max. 0.5 V
Rise time tr max. 200 ns max. 200 ns max. 1 µs max. 1 µs
Fall time tf max. 200 ns max. 200 ns max. 1 µs max. 1 µs
Short circuit proof outputs1): yes2) yes2) Yes yes
Reverse connection protection at UB: yes no Yes no
Conforms to CE requirements acc. to  DIN-IEC 68-2-27, DIN-IEC 68-2-6, EN 60 529, EN 61 000-6-2, EN 61 000-6-3, EN 61000-6-4

1) If supply voltage correctly applied
2) Only one channel allowed to be shorted-out: 

(If UB=5 V, short-circuit to channel, 0 V, or +UB is permitted.)
(If UB=5-30 V, short-circuit to channel or 0 V is permitted.)

3) Max. recommended cable length 30 m

1) For continuous operation max. 6000 min-1
2) For continuous operation max. 3000 min-1

3) With connector: -40 °C, 
cable fixed: -30 °C, cable moved: -20 °C

TToouugghh::
– New, particularly sturdy bearing 

construction (Safety lock ™
Design) protects the encoder from
damage caused by too high an axi-
al shaft loading during installation,
by rough treatment from vibration
and temperature changes during
continuous operation

– Temperature range -40 to +85 °C,
with IP 67 protection rating, per-
mits use in all areas of industry

– Solid, die-cast housing; 
metal disc with up to 1024 ppr

CCoommppaacctt::
– Housing 50 mm dia., mounting depth 46 mm

Bracket is compatible with all 58 mm standard 
brackets

FFlleexxiibbllee  iinn  uussee::
– Many connection options incl. M12 connector
– 5 ... 30 V DC power supply reduces number of 

models 
– Compatible with many global industrial standards incl. 

US versions. Simplified usage for export-oriented customers.  
UL approval 
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